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Legal Provisions SMA Solar Technology AG

Legal Provisions

The information contained in these documents is property of SMA Solar Technology AG. Any
publication, whether in whole or in part, requires prior written approval by SMA Solar Technology
AG. Internal reproduction used solely for the purpose of product evaluation or other proper use is
allowed and does not require prior approval.

SMA Warranty

You can download the current warranty conditions from the Internet at www.SMA-Solar.com.

Trademarks

All trademarks are recognized, even if not explicitly identified as such. A lack of identification does
not mean that a product or symbol is not trademarked.

The BLUETOOTH® word mark and logos are registered trademarks of Bluetooth SIG, Inc. and any
use of these marks by SMA Solar Technology AG is under license.

Modbus® is a registered trademark of Schneider Electric and is licensed by the Modbus
Organization, Inc.

QR Code is a registered trademark of DENSO WAVE INCORPORATED.
Phillips® and Pozidriv® are registered trademarks of Phillips Screw Company.

Torx? is a registered trademark of Acument Global Technologies, Inc.

SMA Solar Technology AG

Sonnenallee 1

34266 Niestetal

Germany

Tel. +49 561 9522-0

Fax +49 561 9522-100

www.SMA de

E-mail: info@SMA.de

© 2004 to 2015 SMA Solar Technology AG. All rights reserved.
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SMA Solar Technology AG 1 Information on this Document

1 Information on this Document

1.1 Validity

This document is valid for the following device types:
e STP 20000TL-30 (Sunny Tripower 20000TL)
e STP 25000TL-30 (Sunny Tripower 25000TL)

1.2  Target Group

This document is intended for qualified persons and end users. Only qualified persons are allowed
to perform the activities marked in this document with a warning symbol and the caption
"Qualified person". Tasks that do not require any particular qualification are not marked and can
also be performed by end users. Qualified persons must have the following skills:

* Knowledge of how an inverter works and is operated

* Training in how to deal with the dangers and risks associated with installing and using
electrical devices and installations

* Training in the installation and commissioning of electrical devices and installations
* Knowledge of the applicable standards and directives

* Knowledge of and compliance with this document and all safety information

1.3 Additional Information

Links to additional information can be found at www.SMA-Solar.com:

Document title and content Document type
"Service Manual STP 20000TL / 25000TL" Service Manual

Troubleshooting, cleaning, replacement of surge arresters type-
Il and decommissioning

"SMA Speedwire/Webconnect Data Module" Installation manual

Connection to the Speedwire/Webconnect data module

"Webconnect Systems in Sunny Portal" User Manual

Registration in Sunny Portal and setting or changing operating
parameters of the inverter

"Overview of the Rotary Switch Settings" Technical Information

Overview of the rotary switch settings for configuring the coun-
try data set and display language

"Efficiency and Derating" Technical Information

Efficiency and Derating Behavior of the Sunny Boy, Sun-
ny Tripower and Sunny Mini Central Inverters

"Criteria for Selecting a Residual-Current Device" Technical Information
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Document title and content Document type

"Circuit Breaker" Technical Information

Dimensioning and Selection of a Suitable AC Circuit Breaker
for Inverters under PV-Specific Influences

"Insulation Resistance (Riso) of Non-Galvanically Isolated PV Technical Information
Systems"

Calculating the insulation resistance for troubleshooting

"Integrated Plant Control and Q on Demand 24/7" Technical Information
Detailed explanation of functions and description for setting the

functions

"Shade Management" Technical Information

Efficient operation of partly shaded PV systems with Op-
tiTrac Global Peak

"Leading Leakage Currents" Technical Information

Information on the Design of Transformerless Inverters

"Firmware Update with SD Card" Technical Description

"Parameter list" Technical Information

Overview of All Inverter Operating Parameters and Their Con-
figuration Options

1.4 Symbols

Symbol Explanation

A DANGER Indicates a hazardous situation which, if not

avoided, will result in death or serious injury

A WARNING Indicates a hazardous situation which, if not
avoided, can result in death or serious injury
A CAUTION Indicates a hazardous situation which, if not
avoided, can result in minor or moderate injury
‘ NOTICE Indicates a situation which, if not avoided, can re-
sult in property damage
A QUALIFIED PERSON Sections describing activities to be performed by

qualified persons only

E] Information that is important for a specific topic or
goal, but is not safety-relevant

O Indicates a requirement for meeting a specific goal
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Symbol
v

1 Information on this Document

Explanation

Desired result

x

A problem that might occur

1.5 Nomenclature

Complete designation

Sunny Tripower

Designation in this document

Inverter, product
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2 Safety
2.1 Intended Use

The Sunny Tripower is a transformerless PV inverter with two MPP trackers which converts the direct
current of the PV array to grid-compliant three-phase current and feeds it into the utility grid.

The product is suitable for indoor and outdoor use.

The product must only be operated with PV arrays of protection class Il in accordance with

IEC 61730, application class A. The PV modules must be compatible with this product.

PV modules with a high capacity to ground must only be used if their coupling capacity does not
exceed 3.5 pF (for information on how to calculate the coupling capacity, see the Technical
Information "Leading Leakage Currents" at www.SMA-Solar.com).

All components must remain within their permitted operating ranges at all times.

The product must only be used in countries for which it is approved or released by SMA Solar
Technology AG and the grid operator.

Use this product only in accordance with the information provided in the enclosed documentation
and with the locally applicable standards and directives. Any other application may cause
personal injury or property damage.

Alterations to the product, e.g. changes or modifications, are only permitted with the express written
permission of SMA Solar Technology AG. Unauthorized alterations will void guarantee and
warranty claims and usually void the operating license. SMA Solar Technology AG shall not be
held liable for any damage caused by such changes.

Any use of the product other than that described in the Intended Use section does not qualify as
appropriate.

The enclosed documentation is an integral part of this product. Keep the documentation in a
convenient place for future reference and observe all instructions contained therein.

The type label must remain permanently attached to the product.

2.2  Safety Information

This section contains safety information that must be observed at all times when working on or with
the product.

To prevent personal injury and property damage and to ensure long-ferm operation of the product,
read this section carefully and observe all safety information at all times.
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3 Scope of Delivery

Check the scope of delivery for completeness and any externally visible damage. Contact your
distributor if the scope of delivery is incomplete or damaged.
The delivery may contain parts that are not required for the installation of this inverter.

A

Figure 1: Components included in the scope of delivery

Position Quantity Designation

A 1 Inverter

B 1 DC load-break switch

C 1 Wall mounting bracket

D 1 Quick installation guide, supplementary sheet with default

settings, installation manual of the DC connectors

E Negative DC connector
F 6 Positive DC connector
G 12 Sealing plug

H 1 Clamping bracket

j—

Cylindrical screw M6 x 16

K 1 Conical spring washer Mé
L 2 Cylindrical screw M5 x 20*
M 2 Conical spring washer M5*
N 1 Eye bolt M8

O 2 Cylindrical screw M5 x 10
p 1 AC cable gland

Q 1 Counter nut

* Spare part for the enclosure lid
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4 Product Description
4.1  Sunny Tripower

The Sunny Tripower is a transformerless PV inverter with two MPP trackers which converts the direct
current of the PV array to grid-compliant three-phase current and feeds it into the utility grid.

Figure 2: Design of the Sunny Tripower

Position Designation
A Thread for screwing in two eye bolts for transport
B Type label

The type label uniquely identifies the inverter. You will require the infor-
mation on the type label to use the product safely and when seeking cus-
tomer support from the SMA Service Line. You will find the following in-
formation on the type label:

e Device type (Model)

¢ Serial number (Serial No.)

* Date of manufacture

* Device-specific characteristics

Ventilation grid

D Recessed grip

E LEDs

The LEDs indicate the operating state of the inverter (see Section 4.2 "LED
Signals", page 13).
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